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Space-Mizer™Under-the-Press Sludge Dryer

o Compact unit fits directly beneath filter
press to save valuable space.

» Sludge falis directly from filter press
into dryer, minimizing sludge handling
and personnel exposure to hazardous
waste,

* 2 3and 4 cu. ft. sludge capacities are
ideal for applications where larger,
more costly dryers are not required.

« Drying process cuts disposal costs
dramatically by achieving a reduction
in sludge volume of 3:1 or more.

* Low temperature electric or steam
heat reduces noxious/hazardous
gases and maintenance problems
associated with higher temperature
direct-fire or radiant type dryers.

* Exclusive Quad-Screw mixer improves
sludge circulation for uniform, rapid
moisture release.

* Built for long life. Durable, sludge-tight
design with all-stainless-steel con-
struction of wetted parts,

° control .
Wmssmmmmmm Only 21" high, the Space-Mizer™ Sudge Dryer fits neatly under a fiter prass. Drying slucige
operator aftention. with steam or electric heat achieves a reduction in siudge volume of 3:1 or more. Bottom slide

gate permits simple gravity discharge. (Shown with 12° legs)
* Proprietary heating jacket design
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« Operating costs are negligible may take up only one cubic foot or less

compared 1o the savings realized. after drying. This 3:1 volume reduction
) ) lowers your sludge hauling and dis-

* Unique prehealed airfiow system posal costs by two-thirds. Due to these
enhances moisture removal efficiency. savings, the dryer often pays for itself in

* Rugged drive system with positive . .
sprocket-and-chain and sealed shaft : MmmSpmMzerdnesh_esbdge
means years of reliable service. temperature electric or steam

BEFORE AFTER heat (250° F). When compared to much
* Positive overtemperature protection - e higher temperature direct-fire or radiant
and four cubic foot capacities to meet methods, the low temperature heat
the needs of shops and departments reduces hazardous smoke, gases and
where large dryers are not necessary. even possible ignition. Space-Mizer
SAVE SPACE AND COSTS Only 217, 22" or 23" high, Space-Mizer lowers the risk to operators, lengthens
fits directly under a 470mm or 630mm dryer life and makes cleaning easier.
Even in small plating shops, press, so it occupies no additional floor
sludge disposal costs can add up to space. When used as a stand-alone
big money. Now, there's an affordable dryer without a filter press, its footprint is
solution. no more than 3'x5.5',
The ConRec Space-Mizer™ _ But space savings are just the
Sludge Dryer is available in two, three beginning. Space-Mizer can easily save | 4 KONTEK company
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Space-Mizer” Under-the-Press Sludge Dryer

Specifications

Parameter Description
Model Number 24036S 25046S 26056S 24036E 25046E 26056E
Sludge Capacity 2cu.ft. 3cuft 4cuft 2cu.ft. 3cudt. 4cu.ft.
Heat Source Steam Steamn Steam Electric Electric Electric
Dimensions (in.) 44DLBSWx21H| 54Lx36Wx22H | 64Lx37Wx23H | 44L35WHh21H | 54Lx36Wx22H| 64L37Wx23H
Steam Requirement (up to 40 psig) | 40 lb./hr. 60 ib./hr. 75Ib.fhr. N/A NA NA
Heating Capacity (KW) N/A N/A N/A 12KW 18KW 24KW
Drive 3/4 hp 1hp 112hp 3/4 hp 1hp 112hp
Shipping Weight 500 Ib. 600 Ib. 700 Ib. 550 bb. 650 Ib. 7501b.
Electrical Requirements 110V 20A single phase. 230/460V 3 phass.
Temperature Control Determined by steam pressure. Adjustable, positive feedback.
Overtemperature Protection Relief valve available. Independent thermal cutout.
Drying Cycle Time 3-6 Hours - Depends on volume, temperature and water content of sludge.
Drying Temperature Up to 250°F.
Sludge ReductionyWater Content 67% Volume reduction or more. Up to 90% total solids content.
Construction Materials All wetted parts stainless steel (304/316), welded/bolted construction sandblasted,
exterior coated with 20-30 mils polyester resin.
All specifications subject to change without notice.
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3250 Harvester Road, Unit #1
Burlington, Ontario, Canada 3W9
Phone: (905) 38366
Toll Free:-8773328366

Fax: (905) 38367
a KONTEK company www.conrec.net

www.kontekecology.com
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